
EASY TO  
INSTALL

FACILE À  
INSTALLER

Our collection of recessed lights

Notre collection de luminaires encastrés

Economical and durable • Lifetime Warranty

Économique et durable • Garantie à vie

leadvisioninternational.com



OUR COLLECTION | NOTRE COLLECTION

ADJUSTABLE KELVIN 
KELVIN AJUSTABLE 

3000K-4000K-5000K

Z LEDSLIM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE
3” - 3 CCT
420 Lumens / 6 Watts

AVAILABLE PACKAGING:
EMBALLAGES DISPONIBLES :

1 - 4

WARM WHITE 
BLANC CHAUD 

3000K

Z LEDSLIM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE
4” - NO CCT / SANS CCT
700 Lumens / 11 Watts

AVAILABLE PACKAGING:
EMBALLAGES DISPONIBLES :

1 - 4 - 12 - 24

ADJUSTABLE KELVIN 
KELVIN AJUSTABLE 

3000K-4000K-5000K

Z LEDSLIM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE
4” - 3 CCT
700 Lumens / 11 Watts

AVAILABLE PACKAGING:
EMBALLAGES DISPONIBLES :

1 - 4 

WARM WHITE 
BLANC CHAUD 

3000K

Z LEDBOX™

INTEGRATED JUNCTION BOX
BOITE DE JONCTION INTÉGRÉE
4” - NO CCT / SANS CCT
700 Lumens / 11 Watts

AVAILABLE PACKAGING:
EMBALLAGES DISPONIBLES :

1 - 6

KELVIN DIMMING TECHNOLOGY 
TECHNOLOGIE DE GRADATION DE KELVIN 

2200K-5000K

Z LEDSLIM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE
4” - 2200-5000 Dimmable
700 Lumens / 11 Watts

AVAILABLE PACKAGING:
EMBALLAGE DISPONIBLE :

4 

ADJUSTABLE KELVIN 
KELVIN AJUSTABLE 

3000K-4000K-5000K

AVAILABLE PACKAGING:
EMBALLAGES DISPONIBLES :

1 - 4

Z LEDGIMBAL™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE
4” - 3 CCT
700 Lumens / 9.5 Watts

ADJUSTABLE KELVIN 
KELVIN AJUSTABLE 

2700K-3000K-3500K-4000K-5000K

AVAILABLE PACKAGING:
EMBALLAGES DISPONIBLES :

1 - 12

Z LEDCOM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE
4” - 5 CCT
900 Lumens / 12 Watts

ADJUSTABLE KELVIN 
KELVIN AJUSTABLE 

2700K-3000K-3500K-4000K-5000K

AVAILABLE PACKAGING:
EMBALLAGES DISPONIBLES :

1 - 12

Z LEDCOM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE
6” - 5 CCT
1125 Lumens / 15 Watts

DETERMINE THE MOOD YOU ARE LOOKING FOR
DÉTERMINEZ L’AMBIANCE QUE VOUS RECHERCHEZ

DETERMINE WHICH MODEL IS RIGHT FOR YOU 
DÉTERMINEZ LE MODÈLE QUI VOUS CONVIENT

* Leadvision downlights are compatible with most Eaton brand dimmers. / Les encastrés Leadvision sont compatibles avec la plupart des gradateurs de marque Eaton.

Z LEDBOX™

INTEGRATED JUNCTION BOX
BOITE DE JONCTION INTÉGRÉE

Z LEDSLIM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE

Z LEDGIMBAL™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE

Z LEDCOM™

REMOTE JUNCTION BOX
BOITE DE JONCTION SÉPARÉE

NO CCT / SANS CCT 
1 color temperature setting
1 température de couleur

3 CCT 
3 colour temperature settings
3 réglages de température de couleur

3 CCT 
3 colour temperature settings
3 réglages de température de couleur

5 CCT 
5 colour temperature settings
5 réglages de température de couleur

COOL WHITE
BLANC FROID
4000K to/à 5000K

precise - vibrant  
précis - énergisant

NEUTRAL WHITE
BLANC NEUTRE
3500K

friendly - inviting  
amical - invitant

WARM WHITE
BLANC CHAUD
2700K to/à 3000K

intimate - cozy  
intime - confortable

AN ECONOMICAL 
AND RELIABLE 
CHOICE
A choice of appliances that can be in- 

stalled in all types of ceiling, insulated or 

non-insulated, designed for all types of 

applications: indoor or outdoor, for the 

bathroom, the living room, the kitchen, 

the bathroom. eat, a room or a basement.

The LED bulbs are economical with their 

long life, they have an instantaneous ig- 

nition like the incandescent bulbs, they 

have a weak heat emission, their luminous 

intensity is adjustable with a compatible 

dimmer and in certain device it is possible 

to modify manually the color temperature 

of your LED bulb.

UN CHOIX 
ÉCONOMIQUE  
ET FIABLE
Un choix d’appareils pouvant être 

installés dans tous types de plafonds, 

isolés ou non, conçus pour tous types 

d’applications: intérieur ou extérieur, 

pour la salle de bain, le salon, la 

cuisine, la salle de bain, une chambre 

ou un sous-sol.

Les ampoules DEL sont économiques 

avec leur longue durée de vie, elles ont 

un allumage instantané comme les am- 

poules à incandescence, elles ont une 

faible émission de chaleur, leur inten- 

sité lumineuse est réglable avec un 

variateur compatible et dans certains 

appareils il est possible de modifier 

manuellement la température de cou- 

leur de votre ampoule DEL.


